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(57) ABSTRACT

A relay apparatus includes: a first transmission unit that
transmits first information specifying the relay apparatus to
the management apparatus through a network, in response to
the relay apparatus being connected to the network; a
collection unit that collects management information regard-
ing a management target device, from the management
target device connected to the network, in which the col-
lection unit does not collect the management information
from the management target device until an activation
instruction is received from the management apparatus, and
starts to collect the management information from the man-
agement target device only after the activation instruction is
received from the management apparatus; and a second
transmission unit that transmits the collected management
information to the management apparatus.

12 Claims, 6 Drawing Sheets
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1
DEVICE MANAGEMENT APPARATUS,
RELAY APPARATUS, RELAY METHOD, AND
COMPUTER READABLE MEDIUM

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is based on and claims priority under 35
USC 119 from Japanese Patent Application No. 2015-
016802 filed on Jan. 30, 2015.

BACKGROUND

1. Technical Field

The present invention relates to a device management
apparatus, a relay apparatus, a relay method, and a computer
readable medium.

2. Related Art

Devices such as printers and the like present in a local
area network are used or managed, through a service on the
Internet such as a cloud printing service. In a case of using
this type of service, it is necessary to register the device to
a service. In the case of a device equipped with an input and
output mechanism such as a display screen or a button,
necessary information is input on an input user interface for
registration (for example, a web page) provided from the
management apparatus by using the input and output mecha-
nism, and therefore it is possible to register the device to the
management apparatus. Further, in the case of a device
equipped with a print mechanism, information for registra-
tion such as identification information is transmitted from a
management apparatus to the device and is printed, and
information indicating a print result is input from a terminal
equipped with the input and output mechanism (for
example, a personal computer or a smartphone) and is
transmitted to the management apparatus, and therefore it is
possible to register the device to the management apparatus.

SUMMARY

An aspect of the present invention provides a device
management system including: a management apparatus;
and a relay apparatus, in which the relay apparatus includes:
a first transmission unit that transmits first information
specifying the relay apparatus to the management apparatus
through a network in response to the relay apparatus being
connected to the network; a collection unit that collects
management information regarding a management target
device, from the management target device connected to the
network; and a second transmission unit that transmits the
collected management information to the management appa-
ratus, and in which the management apparatus includes: a
first reception unit that receives the first information from
the relay apparatus; a second reception unit that receives
authentication information regarding a user and second
information specifying the relay apparatus that the user
intends to register, from a terminal device that is operated by
the user, in which the second information is read from the
relay apparatus or accessories of the relay apparatus; a
memory that stores the user as an administrator of the relay
apparatus, when the user is authenticated as an authorized
user based on the received authentication information and
the received first information and the received second infor-
mation specify the same relay apparatus; and a providing
unit that provides information including the management
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2

information received from the relay apparatus, to the admin-
istrator corresponding to the relay apparatus stored in the
memory.

BRIEF DESCRIPTION OF THE DRAWINGS

Exemplary embodiment(s) of the present invention will
be described in detail based on the following figures,
wherein:

FIG. 1 is a diagram illustrating an example of a device
management system to which a device registration method
of an embodiment is applied;

FIG. 2 is a diagram illustrating an example of data stored
in a database of a management service;

FIG. 3 is a diagram illustrating a flow of the device
registration method of the embodiment;

FIG. 4 is a diagram illustrating an operation of a system
after a relay apparatus is registered to a management service;

FIG. 5 is a diagram illustrating an example of a user
interface screen that the management service provides to a
mobile terminal of an administrator; and

FIG. 6 is a diagram illustrating an example of functional
configurations of respective devices constituting the device
management system.

DETAILED DESCRIPTION

A description will be made regarding an example of a
device management system to which a device registration
method of an embodiment of the present invention is
applied, with reference to FIG. 1.

The device management system includes a relay appara-
tus 20 provided in a management unit 10, and a management
service 30 provided outside the management unit 10.

The management unit 10 is an array (an organization of
users utilizing the devices) of computers and other devices
that perform data communication through a local network 12
such as a local area network (LAN) or an intranet, and is, for
example, an office, a factory, a home, or the like. The relay
apparatus 20 is connected to the local network 12. One or
more management target devices 14 and one or more per-
sonal computers (PC) 16 are connected to the local network
12. The local network 12 may be either a wired system or a
wireless system, or a combination thereof. The local net-
work 12 is connected to the Internet (not illustrated), through
a firewall, a gateway, or the like.

The management target device 14 is a device to be
managed by the device management system, and is, for
example, a printer, a multifunction machine (a multifunction
device equipped with a copy function, a printing function, a
scanning function, and the like), a scanner, a facsimile, or the
like. Various types and various models of management target
devices 14 can be connected to the local network 12. The PC
14 uses the management target devices 14 through the local
network 12.

The relay apparatus 20 collects information necessary for
managing from each management target device 14 on the
local network 12, and supplies the collected information to
the management service 30. Further, the relay apparatus 20
may have a function of receiving the updated version of
firmware for each model of the management target device 14
on the local network 12 and the updated version of a device
driver such as a printer driver used for controlling each
model by the PC 16 from the management service 30. In this
case, the relay apparatus 20 holds the received updated
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versions of the firmware and the device driver in order to
respectively install them in the corresponding management
target device 14 and PC 16.

It is also conceivable to install a program having a
function of the relay apparatus 20 described herein in a
certain PC 16 connected to the local network 12, and use the
PC 16 as the relay apparatus 20. However, in the present
embodiment, as an example, the relay apparatus 20 which is
configured as a dedicated device is used, in view of the
convenience of the operation and the robustness of the relay
apparatus itself. When the relay apparatus 20 is configured
as a dedicated device, since the relay apparatus 20 may
execute a limited program necessary for the device man-
agement system, the hardware performance such as a CPU
performance and a memory capacity may not be so high, and
the relay apparatus 20 may be made as a relatively small and
inexpensive device. Further, since the relay apparatus 20
does not execute an unspecified program which is not
expected in advance, a failure is less likely to occur, and
there is basically no need for the user to perform mainte-
nance. Further, since the provision of information to the user
is performed from the management service 30 through the
Internet, the relay apparatus 20 is not equipped with a user
interface (UI) such as a display screen or an input device.

The management service 30 which is provided on the
Internet collects information regarding each management
target device 14 through the Internet from the relay appa-
ratus 20 in each management unit 10, and provides services
to each management unit 10 by using the device informa-
tion. The management service 30 may be a single server
device, or a system including plural computers such as a
cloud computing system. An example of the services pro-
vided by the management service 30 includes a service of
providing information collected by the management unit 10
(for example, a state, usage, and the like of each manage-
ment target device 14) and secondary information obtained
by analyzing the information, to the administrator of the
management unit 10. The administrator of a certain man-
agement unit 10 logs in to the management service 30 by
using the mobile terminal 18 such as a smartphone or a tablet
terminal or a PC, and browses the information regarding the
management unit 10. Further, the management service 30
may provide one or more services, out of management of
charging for the use of the management target device 14,
management of the remaining amount of consumables of
each management target device 14, distribution of the latest
version of a device driver and firmware, and setting of
various types of setting information for the management
target device 14. Of course, these are merely examples, and
the management service 30 can provide various other ser-
vices using the collected information.

The management service 30 includes a database 32 that
manages information regarding each management unit 10.
Information regarding the administrator of each manage-
ment unit 10 (for example, the user ID of the administrator,
and the like), identification information regarding the relay
apparatus 20 in the management unit 10 (referred to as
“relay apparatus 1D”), device information regarding the
management target device 14 in each management unit 10,
and the like are registered to the database 32.

FIG. 2 illustrates an example of data registered in the
database 32. In this example, the user ID (administrator ID)
of'the administrator who manages the relay apparatus 20, the
name (for example, a “group” name) of the management unit
10 in which the relay apparatus 20 is provided, and the
device information regarding each management target
device 14 in the management unit 10 are registered in the
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database 32, in association with the relay apparatus ID of
each relay apparatus 20. In this example, an e-mail address
of the administrator is used as an administrator ID. Further,
the device information includes the name and the model
name of the management target device 14 (“printer name”),
a count value indicating the print output number of the
management target device 14, and information indicating
the operation state (“state”) of the management target device
14. In addition, address information regarding the relay
apparatus 20 is held in the database 32 for communication
with the relay apparatus 20, but the illustration is omitted in
order to avoid complexity.

In the example of FIG. 2, for example, the relay apparatus
20 having the relay apparatus ID of “0001” is registered in
association with the administrator whose user ID is
“Yamamoto@example.com”, and is provided in a group
(management unit) of “AB development department, 7th
floor”. Further, two management target devices 14 of the
names of “Printer-A” and “Printer-B” are connected to the
local network 12 connected to the relay apparatus 20, and
the model names thereof are respectively “Prt123” and
“Prt124”. Further, at present, the “Printer-A” is in a “nor-
mal” state, but the “Printer-B” is in an “out-of-toner” state.

Further, in the example of FIG. 2, two management units
10 corresponding to two relay apparatuses “0001” and
“0002” are managed by the same administrator
“Yamamoto@example.com”.

In the case of starting the operation of the relay apparatus
20 while installing the relay apparatus 20 in the management
unit 10, it is necessary to register the corresponding rela-
tionship between the relay apparatus 20 and the management
unit 10 to the management service 30. If the relay apparatus
20 has a UI, a registration screen is displayed on the UI of
the relay apparatus 20 from the management service 30 and
the administrator inputs necessary information on the reg-
istration screen, such that it is possible to register the
corresponding relationship between the relay apparatus 20
and the management unit 10. However, in a case of using the
relay apparatus 20 that is configured as a dedicated device
without a Ul, the registration method using the UI is not
available. Therefore, in the embodiment, a machine-read-
able printed code indicating the relay apparatus ID and the
like of the relay apparatus 20 is associated in advance with
the relay apparatus 20, and the registration job of the
corresponding relationship is supported by the code.

In other words, in the embodiment, the relay apparatus 20
is associated with a printed code containing information
such as the relay apparatus ID. For example, a code is
printed on the relay apparatus 20 itself, a seal having a code
printed therein is attached, the relay apparatus 20 is deliv-
ered to the user while the relay apparatus 20 is packed in a
packing box having a code printed therein, or the relay
apparatus 20 is delivered to the user while a card having a
code printed therein and the relay apparatus 20 are shipped
in the same packing box. If the user allows the relay
apparatus 20 to be connected the local network 12, the relay
apparatus 20 transmits the identification information regard-
ing the relay apparatus 20 (relay apparatus ID) to the
management service 30. Further, if the user reads the code
on the relay apparatus 20 or the accessories (a packing box,
a card shipped therewith, and the like) by using a terminal
such as a smartphone, the terminal accesses the management
service 30, transmits the relay apparatus ID read from the
code, and makes a request for user authentication. If the user
authentication is successful, the management service 30
compares the relay apparatus ID received from the terminal
with the relay apparatus ID which has been received before
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from the relay apparatus 20, and if they match, the man-
agement service 30 determines the request as a legitimate
registration request, and registers the relay apparatus 1D to
the database 32. Further, the authenticated user is registered
to the database 32 as an administrator corresponding to the
relay apparatus ID.

Hitherto, an overview of a registration process of the relay
apparatus 20 in the embodiment has been described. Next, a
description will be made regarding a detailed example of a
procedure of registering a corresponding relationship
between the management unit 10 and the relay apparatus 20
with reference to FIG. 3 and FIG. 4.

Prior to this procedure, the administrator of the manage-
ment unit 10 receives the relay apparatus 20 sent by the
operator of the management service 30. A unique relay
apparatus 1D that has been assigned to the relay apparatus 20
and address information of the management service 30 (an
1P address, a uniform resource locator (URL), or the like)
has been written in advance in the non-volatile storage
device in the relay apparatus 20. Further, the sent relay
apparatus 20 is associated with a code representing a relay
apparatus 1D and information regarding a registration des-
tination of the above-described corresponding relationship.
The information regarding the registration destination is, for
example, a URL that is called in the registration process
provided by the management service 30. Further, the code
associated with the relay apparatus 20 is a machine-readable
printed code representing the information such as the above-
described relay apparatus ID. As such a code, a code
representing information as an image, for example, one-
dimensional bar code or two-dimensional bar code may be
used. For example, since most of the mobile terminals 18
such as smartphones and tablet terminals have a function
(software) of recognizing a QR (registered trademark) code,
accessing the URL indicated by the code, and transmitting
information contained in the code to the URL, and herein-
after, an example in which the QR code is used as a code
associated with the relay apparatus 20 will be described. In
addition, as long as the code associated with the relay
apparatus 20 is machine-readable, the code is not limited to
an image code such as the QR code. For example, the code
may be a numeric or alphabetic string of a form that can be
recognized with high accuracy by an optical character
recognition (OCR). Further, the association between the
code and the relay apparatus 20 may be performed, for
example, by attaching a seal having the code to the relay
apparatus 20, or packing the relay apparatus 20 with a
packing box having the code printed therein or attached.

The procedure of FIG. 3 and FIG. 4 will be described in
order of step numbers which are illustrated. First, a descrip-
tion will be made with reference to FIG. 3.

(S1) An administrator who manages a device group of the
management unit 10 takes out the relay apparatus 20 that has
been sent by the management service 30 from a packing box,
and connects the relay apparatus 20 to the local network 12.
The relay apparatus 20 corresponds to a protocol for the
management service 30 to manage the device from the
remote site, and can communicate with the management
service 30 by using the protocol. As such a protocol for
remote management, for example, TR-069 is known (how-
ever, it is not limited thereto). The relay apparatus 20 stores
the address of the management service 30, and is connected
to the local network 12. If the relay apparatus 20 is activated,
it makes a request of a session establishment to the man-
agement service 30, and establishes a session. If a commu-
nication session is established with the management service
30, the relay apparatus 20 notifies the management service
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6

30 of its own identification information, in other words, a
relay apparatus 1D, through the Internet.

(S2) After the communication session is established with
the relay apparatus 20, the management service 30 stores the
relay apparatus 1D transmitted from the relay apparatus 20,
in a registration waiting list (not illustrated). The registration
waiting list is a list that stores the relay apparatus 1D
transmitted from an unregistered relay apparatus 20. In
addition, if the registration of the association with the
management unit 10 is completed in the subsequent process,
it is deleted from the registration waiting list.

(S3) In contrast, the administrator reads a QR code
attached to the packing box in which the relay apparatus 20
has been entered, by using a camera of the mobile terminal
18, for example, according to an installation work procedure
set forth in a manual that has been shipped in the packing
box.

(S4) The mobile terminal 18 (more strictly, a QR code
recognition application installed therein) extracts a relay
apparatus 1D, and a registration destination URL for access-
ing a relay apparatus registration process of the management
service 30, from the read QR code.

(S5) The mobile terminal 18 transmits an access request
to the extracted registration destination URL. The access
request contains a relay apparatus ID extracted from the QR
code. For example, in the process, a QR code recognition
application of the mobile terminal 18 activates a web
browser, and the web browser accesses the registration
destination URL written in hypertext markup language
(HTTP).

(S6) The management service 30 activates the relay
apparatus registration process, in response to an access
request from the mobile terminal 18 to the registration
destination URL. In the registration process, the relay appa-
ratus ID contained in the access request is temporarily
stored, and a user authentication screen is generated.

(87) The relay apparatus registration process of the man-
agement service 30 returns the generated user authentication
screen to the mobile terminal 18 which is a request source.
The user authentication screen includes an input field for
inputting authentication information such as a user account
(ID) and a password.

(S8) The mobile terminal 18 (strictly, a web browser
installed therein) displays the received user authentication
screen.

(S9) The mobile terminal 18 receives an input of authen-
tication information (for example, an account and a pass-
word) from the user (in other words, the administrator of the
management unit 10). In addition, it is assumed that the
administrator of the management unit 10 completes the user
registration to the management service 30 in advance, and
authentication information such as the user account and the
password is registered in the management service 30.

(810) The mobile terminal 18 transmits the input authen-
tication information to the relay apparatus registration pro-
cess of the management service 30.

(S11) The management service 30 performs user authen-
tication based on the transmitted authentication information,
and if the user authentication is successful, searches for a
relay apparatus ID matching the relay apparatus ID received
from the mobile terminal 18 in step S6 from the registration
waiting list. If the matching relay apparatus ID is not found
from the registration waiting list, an error process (for
example, a process of returning a screen notifying the
mobile terminal 18 of an error) is performed. If the matching
relay apparatus ID is found from the registration waiting list,
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authenticated user’s account is registered as the administra-
tor ID corresponding to the relay apparatus 1D, to the
database 32.

Thus, the relay apparatus 20 provided in the local network
12 in the management unit 10 and the user who executes the
QR code reading operation are associated in the manage-
ment service 30. Thereafter, the user becomes the adminis-
trator of the relay apparatus 20. The user (administrator) logs
in to the management service 30, and can browse the
information (a count value, a state, and the like, see FIG. 2)
regarding each management target device 14 collected by
the relay apparatus 20 and other types of information
obtained by analyzing the information.

In addition, after the registration, an input screen for
inputting the identification name of the management unit 10
including the relay apparatus 20 may be provided on the
mobile terminal 18, and a string that the administrator inputs
on the input screen may be registered as an identification
name of the management unit corresponding to the relay
apparatus 1D (in the example of FIG. 2, a “group” name) to
the database 32.

(S12) If the administrator is correctly registered in step
S11, the management service 30 transmits information for
instructing activation, to the relay apparatus 20 associated
with the administrator in the registration process. The trans-
mission of an activation instruction may be performed by
using the above-described protocol for remote management.
In addition, the activation instruction may be generated
based on the instruction from the administrator and trans-
mitted to the relay apparatus 20. In other words, for
example, the management service 30 transmits a screen for
inputting whether or not to activate the relay apparatus 20 to
the mobile terminal 18, and when “activation” is input on the
screen, the activation instruction may be transmitted to the
relay apparatus 20.

(S13) If the relay apparatus 20 receives the activation
instruction from the management service 30, it activates the
function of the relay apparatus 20. By the activation, the
relay apparatus 20 collects information from the manage-
ment target device 14 on the local network 12, and starts a
process of notifying the management service 30 of the
collected information.

The flow of a process after the activation will be described
with reference to FIG. 4.

(S14) The activated relay apparatus 20 transmits a request
for acquiring device information to the management target
device 14 on the local network 12. In the process of the
acquisition request, for example, the relay apparatus 20
multicasts or broadcasts packets to the connected local
network 12, identifies individual devices connected to the
local network 12 based on the packets that are returned from
the individual devices on the local network 12 in response to
the packets, and recognizes the identified devices as the
management target devices 14. Here, the packet that is
returned from each device on the local network 12 contains
the type and address of the device. In addition, the relay
apparatus 20 receives a reply packet from devices on the
local network 12 other than a printer and a multifunction
device, for example, the PC 16 and a household electrical
appliance (a television). The relay apparatus 20 may recog-
nize all these various types of devices as the management
target devices 14, or recognize only predetermined specific
types of devices (for example, a printer or a multifunction
device) as the management target devices 14.

If each management target device 14 on the local network
12 is recognized, the relay apparatus 20 makes a request for
device information (a model name or a device name,
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optional configuration information, state information, and
the like) regarding the management target device 14 to each
management target device 14. The request is made, by using,
for example, a simple network management protocol
(SNMP).

(S15) Each management target device 14 transmits its
own device information to the relay apparatus 20. For
example, each management target device 14 includes a
database termed a management information base (MIB),
holds its own device information in the MIB, and updates
the contents depending on a change in a state (for example,
an increase in the number of outputs). The management
target device 14 returns the device information in the MIB
in response to the acquisition request from the relay appa-
ratus 20. The relay apparatus 20 stores the device informa-
tion acquired from each management target device 14.

(S816) The relay apparatus 20 transmits the stored device
information regarding each management target device 14 to
the management service 30. Here, the relay apparatus 20
may transmit the device information in association with its
own relay apparatus ID.

(S817) The management service 30 registers the device
information regarding each management target device 14
received from the relay apparatus 20 in the field correspond-
ing to the relay apparatus ID of the relay apparatus 20 in the
database 32.

At the time when the management service 30 issues the
activation instruction to the relay apparatus 20, the infor-
mation regarding the management target device 14 on the
same local network 12 as in the relay apparatus 20 is not
present at all in the database 32 of the management service
30. However, if the management service 30 receives the
device information that is first collected by the relay appa-
ratus 20 from the relay apparatus 20 that is activated in
response to the activation instruction, the management ser-
vice 30 recognizes the name, the model, and the like of each
management target device 14 on the same local network 12
as in the relay apparatus 20, and registers the information in
the database 32. Further, if the device information regarding
each management target device 14 that is received from the
relay apparatus 20 contains information such as a count
value and a device state (see FIG. 2), the information is also
registered in the database 32.

Through the above process, the relay apparatus 20 pro-
vided in the management unit 10 is registered in association
with the administrator, in the management service 30. After
the registration, if the administrator logs in to the manage-
ment service 30, the administrator is able to browse the
states of respective management target devices 14 of one or
more management units 10 that the administrator manages.

The flow of the process after registering the relay appa-
ratus 20 to the management service 30 is as illustrated in the
latter part of FIG. 4. In other words, the relay apparatus 20
collects device information from each management target
device 14 on the local network 12 in step A, and notifies the
management service 30 of the collected device information
in step B.

In other words, the relay apparatus 20 periodically
acquires information from the management target device 14,
by periodically using, for example, an SNMP protocol. The
acquired information includes a count value of the number
of print outputs, the state information regarding the man-
agement target device 14, and the like.

Further, each management target device 14 may be set to
notify the relay apparatus 20 of the occurrence of a prede-
termined event, if the event occurs. The event to be reported



US 9,465,566 B2

9

includes a change in a state of consumables such as an
“out-of-paper” state or an “out-of-toner” state, failure in the
device, and the like.

Then, the relay apparatus 20 transmits the information
collected from each management target device 14 in this
manner to the management service 30, autonomously, or in
response to the request from the management service 30.

Further, the management service 30 may have a function
of performing the setting of the management target device
14 on the same local network 12 as in the relay apparatus 20
through the relay apparatus 20 that has been registered or
updating the setting. If the setting of notification at the time
of the occurrence of an event in the management target
device 14 described above is taken as an example, for
example, it is assumed that the management service 30
provides a setting menu screen for the management unit 10
corresponding to the administrator, to the administrator (of
the mobile terminal 18, and the like), and the administrator
can instruct turning on or off of the setting of the above-
described event notification on a screen. The instruction of
turning on or off may be a batch for all management target
devices 14 in the management unit 10, or may be individu-
ally given to each management target device 14. The man-
agement service 30 that has received an instruction transmits
an instruction of turning on or off the setting of the event
notification, to the relay apparatus 20 in a target manage-
ment unit 10, by using the protocol for remote management.
The relay apparatus 20 updates the setting of the event
notification in the management target device 14 which is a
target of the instruction on the local network 12, according
to the instruction.

Here, the setting of the event notification is taken as an
example, but it is possible to set other setting items for the
management target device 14 through the relay apparatus 20
from the management service 30, or change the setting
value, in the same manner.

The information such as the device information or the
setting information regarding the management target device
14 is stored, for example, in the MIB held by the manage-
ment target device 14, and the management service 30
updates the collection and setting of the state information, by
performing reading and writing to the MIB through the relay
apparatus 20.

Further, the management service 30 has a function of
updating the firmware of the relay apparatus 20, by using the
protocol for remote management. Further, when detecting
the update of firmware corresponding to the model of a
certain management target device 14 in the management unit
10, the management service 30 may acquire the updated
version data, and update the firmware of the management
target device 14 through the relay apparatus 20 in the
management unit 10 by the acquired updated version data.
In this case, the management service 30 transmits the
acquired updated version data to the relay apparatus 20 by
the protocol for remote management, and the relay apparatus
20 stores the received updated version data. The relay
apparatus 20 may install the stored updated version data in
the corresponding management target device 14 in a push
method, or transmit the updated version data in response to
a download request from the corresponding management
target device 14. In the latter case, for example, the man-
agement service 30 provides information indicating the
update of the firmware of the management target device 14,
to the administrator of the management unit 10 (for example,
on the web page for the administrator), and if the adminis-
trator who receives the information operates the manage-
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ment target device 14, the updated version is downloaded
from the relay apparatus 20 and installed.

The management service 30 generates a screen (for
example, a web page) displaying information regarding each
management target device 14 which is collected through the
relay apparatus 20 and information obtained by processing
the information. If the administrator logs in to the manage-
ment service 30 from the mobile terminal 18, a screen
displaying such information is provided to the administrator.

For example, if the administrator accesses the manage-
ment service 30 from the mobile terminal 18, a login screen
100 illustrated in FIG. 5 is provided to the mobile terminal
18 from the management service 30. If the administrator
inputs its own authentication information (in this example,
a user ID and a password) to the login screen 100 displayed
on the mobile terminal 18, and transmits the screen, the
management service 30 determines whether the authentica-
tion information is legitimate, and if it is legitimate, the
management service 30 provides a device list screen 110
displaying the state of each management target device 14
associated with the ID of the administrator to the mobile
terminal 18. A screen displaying a list of the management
units 10 which are managed is first provided to the admin-
istrator who manages the plural management units 10, and
if the administrator selects the management unit 10 that the
administrator wants to browse on the screen, the device list
screen 110 of the selected management unit 10 may be
provided.

The name and the state of each management target device
14, and a button 112 for calling a detailed-information
screen of each management target device 14 are displayed
on the device list screen 110 illustrated in FIG. 5. If the
administrator touches any button 112, the detailed-informa-
tion screen 120 of the management target device 14 corre-
sponding to the button is provided to the mobile terminal 18
from the management service 30. The name and the model
name of the management target device 14, the count value,
the version of the firmware which is installed at present are
displayed on the detailed-information screen 120 illustrated
in FIG. 5. The administrator can obtain a screen displaying
the details of a count value, such as when and who prints
what number of sheets, by touching the details button
displayed on the right side of the count value. Further, when
the management service 30 acquires a newer version than
the version of the current firmware of the management target
device 14, an update button on the right side of the version
number of the firmware on the detailed-information screen
120 is activated. If the administrator touches the update
button, an update instruction of the firmware of the man-
agement target device 14 is transmitted from the mobile
terminal 18 to the management service 30. The management
service 30 that has received the instruction transmits the
update data of the firmware of the management target device
14 to the relay apparatus 20 corresponding to the manage-
ment target device 14, and instructs the execution of an
update process.

Without being illustrated, a stop/resume user interface
(UD) for instructing stopping and resuming of the use of the
management target device 14 may be provided in the
detailed-information screen 120 and the like of the manage-
ment target device 14, such that the administrator operates
the UI so as to be able to make the management target device
14 be in a use stopped state or to resume the management
target device 14 (transition to an available state) from the use
stopped state. The instruction of stopping and resuming is
transferred to the management target device 14 through the
relay apparatus 20 from the management service 30.
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Further, for example, the setting screen of the manage-
ment target device 14 is requested from the detailed-infor-
mation screen 120 of each management target device 14, and
thus the administrator may change various setting items of
the management target device 14 in this setting screen.
Information related to setting change instructed from admin-
istrator is transmitted from the management service 30 to the
relay apparatus 20, and the relay apparatus 20 changes the
settings of the corresponding management target device 14
in accordance with the information.

Next, an example of functional configurations of respec-
tive devices constituting the system of the embodiment will
be described with reference to FIG. 6.

In the example of FIG. 6, the management target device
14 includes an MIB 142 that holds management information
for managing its own management. The management infor-
mation contains, for example, information for specifying the
management target device 14 (an ID, a name, a model name,
and the like), information for specifying software installed
in the management target device 14 (firmware version, and
the like), information indicating the state of the management
target device 14 (a count value, an operation state such as an
executing state/a failure state, and the like), and various
types of setting information. The information regarding the
MIB 142 can be referred to by other devices (for example,
the relay apparatus 20) on the same local network 12, and the
relay apparatus 20 can rewrite specific information out of the
information.

The mobile terminal 18 includes a camera 182, and a QR
code processing unit 184 which is an application of decod-
ing the QR code captured by the camera 182. The QR code
processing unit 184 delivers the information obtained by
decoding the QR code, for example, information such as the
URL of the management service 30 and the relay apparatus
ID which are obtained by decoding the QR code of the
packing box of the relay apparatus 20, for example, to the
web browser 186. The web browser 186 transmits the
information such as the relay apparatus ID to the URL
(management service 30).

The relay apparatus 20 includes an ID transmission unit
202, a management information collecting unit 204, a man-
agement information transmission unit 206, and a setting
processing unit 208. When the relay apparatus 20 is con-
nected to the network, the ID transmission unit 202 transmits
a registration request containing a relay apparatus ID (not
illustrated) stored by the relay apparatus 20 to the manage-
ment service 30. In addition, the relay apparatus 20 may hold
information indicating whether or not an activation instruc-
tion has been received from the management service 30, or
may transmit a registration request to the management
service 30 only when the information indicates non-receipt.
The management information collecting unit 204 collects
management information by using an SNMP and the like,
from the 14 connected to the same local network 12 as in the
relay apparatus 20 (particularly, for example, the MIB 142).
The management information transmission unit 206 trans-
mits the management information regarding each manage-
ment target device 14 that the management information
collecting unit 204 collects, to the management service 30.
The data format of the management information may be the
same as the data format of the acquired management infor-
mation from the respective management target device 14.
The acquired management information from the respective
management target devices 14 may be collectively contained
by generating data in CSV (Comma Separated Vaule) format
or XML (eXtensible Markup [Language) format. The setting
processing unit 208 performs setting or change of the target
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setting items in the MIB 142 of the management target
device 14 which is a target of the instruction, in response to
the setting instruction from the 314 of the management
service 30. Further, the setting processing unit 208 may
receive update data of the firmware or the device driver for
the management target device 14, from the management
service 30, and perform a process for reflecting the update
data to the management target device 14 or the PC 16.

In the management service 30, the ID reception unit 302
receives a registration request containing a relay apparatus
1D, from the ID transmission unit 202 of the relay apparatus
20. If the relay apparatus 1D contained in the registration
request is once held in the registration waiting list 304, and
thereafter, is registered in the database 32 by the relay
apparatus registration unit 310, it is deleted from the regis-
tration waiting list 304. If receiving a registration request
through the web server of the management service 30 (not
illustrated), from the web browser 186 of the mobile termi-
nal 18, the registration request reception unit 306 requests
the registration process by passing the relay apparatus 1D
that is contained in the registration request to the relay
apparatus registration unit 310, and activates the user
authentication unit 308. The user authentication unit 308
provides an authentication screen to the web browser 186 of
the mobile terminal 18 through the web server, and acquires
the authentication information such as the user name and
password that the user has input on the authentication
screen. Then, the user is authenticated through a known
authentication process such as comparison of the authenti-
cation information with the user information registered in
the management service 30. When the user turns out to be a
legitimate user which has been registered in the management
service 30 through the authentication process, the user
authentication unit 308 passes the user ID of the user to the
relay apparatus registration unit 310. The relay apparatus
registration unit 310 registers the user ID in the database 32
by associating the user ID with the relay apparatus ID that
has been received from the registration request reception
unit 306. Further, when the relay apparatus 1D is registered
in the database 32, the relay apparatus registration unit 310
transmits an activation instruction to the relay apparatus 20
associated with the relay apparatus 1D.

Information regarding each relay apparatus 20 illustrated
in FIG. 2 is registered in the database 32. The management
information reception unit 312 reflects the management
information received from the management information
transmission unit 206 of the relay apparatus 20 in the
information regarding the relay apparatus 20 in the database
32. For example, the count value and the state of the
management target device 14 in the database 32 are updated
according to the count value and the state of each manage-
ment target device 14 included in the received management
information. The setting instruction unit 314 provides the
setting screen of the management target device 14 to the
user, and transmits an instruction to update the setting screen
to the setting information input by the user, to the corre-
sponding relay apparatus 20. In the relay apparatus 20 that
has received this instruction, the setting processing unit 208
performs the setting change for the corresponding manage-
ment target device 14. The information providing unit 316
provides a screen for management illustrated in FIG. 5 to the
user, and provides the management information regarding
each management target device 14 stored in the database 32,
according to the instruction from the user for the screen.

The functions of the system described with reference to
FIG. 1 to FIG. 5 are realized by combining the element
groups described with reference to FIG. 6.
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Hitherto, one embodiment of the present invention has
been described.

Modification 1

In the processing sequence of the embodiment described
above, the user who first performs a registration work (if
there is a user account in the management service 30) is to
be registered in the management service 30 as an adminis-
trator of the relay apparatus 20. Therefore, a user who is not
a person originally supposed to be the administrator also
becomes an administrator. The following method is consid-
ered as a countermeasure against such a problem.

In this method, information regarding the association
between the relay apparatus ID of the relay apparatus 20 and
the user who is supposed to become the administrator of the
relay apparatus 20 is registered in advance in the manage-
ment service 30. For example, when the administrator of the
management unit 10 (a person who is supposed to become
the administrator) applies for the sending of the relay
apparatus 20 to the operator of management service 30, the
user ID of the administrator is transferred to the manage-
ment service 30 side, the management service 30 stores the
information regarding the association between the user ID
and the relay apparatus 1D of the relay apparatus 20 that is
supposed to be sent in the registration reservation list in
response thereto, and the relay apparatus 20 is sent to the
management unit 10. Then, when someone executes the
process of FIG. 3 on the relay apparatus 20 that has reached
the management unit 10, if the relay apparatus IDs trans-
mitted to the management service 30 in steps S2 and S6
match and the combination of the relay apparatus ID and the
user ID that is authenticated in step S11 is stored in the
registration reservation list of the management service 30,
the management service 30 stores the user ID as the admin-
istrator of the relay apparatus ID in the database 32. In
contrast, if the combination of the relay apparatus ID and the
user ID is stored in the registration reservation list, the
registration to the database 32 is not performed, and an error
screen is returned to the user’s terminal.

In the processing sequence (FIGS. 3 and 4) of the embodi-
ment described above, after the process up to step S11 is
completed and the administrator and the relay apparatus 20
associated has been properly registered, it is also conceiv-
able that someone may read the same QR code and make a
request for the administrator registration. If there are a
second and subsequent requests for administrator registra-
tion, the management service 30 refuses the registration, and
returns the error screen to the requesting user. Further, in this
case, the management service 30 may notify the adminis-
trator that has been registered that there are duplicate
requests for administrator registration, through an e-mail or
a screen provided to the administrator which logs in. Further,
in such a case, since there is a concern for unauthorized use
of the relay apparatus 20, the relay apparatus 20 may be
stopped in response to an instruction from the management
service 30.

Further, in the processing sequence of FIG. 3 and FIG. 4,
if association between the relay apparatus 20 and the admin-
istrator is registered in step S11, the management service 30
automatically enables the relay apparatus 20 in the next step
S12. Instead thereof, the administrator may first receive an
instruction of enabling the relay apparatus 20, and transmit
the activation instruction to the relay apparatus 20 from the
management service 30. For example, the management
service 30 may provide a screen for instructing enabling/
disabling (operation stop) to each relay apparatus 20 that is
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managed by the administrator, to the administrator, and
transmit the enabling/disabling instruction to the relay appa-
ratus 20 that is a target of instruction, in response to the
enabling/disabling instruction of the administrator on the
screen.

Modification 2

Further, when the management unit 10 is moved, it is
assumed to clear first the information which has been
registered in the management service 30 (database 32) in
association with the relay apparatus 20, and register the
information again after moving, due to a reason that the IP
address of the relay apparatus 20 is changed or the man-
agement target device 14 is replaced before and after mov-
ing. Further, even when there is no longer a certain man-
agement unit 10 and thus the relay apparatus 20 that has
been used is used again for another management unit 10, it
becomes necessary to collectively update the registration
information for the relay apparatus 20 that has been regis-
tered to the management service 30.

In order to cope with such cases, the management service
30 may provide a Ul screen for instructing the relocation of
the relay apparatus 20 to the administrator. If the adminis-
trator has made a relocation instruction through this screen,
the management service 30 sends a print job of a QR code
for re-registration to any printer on the same local network
12 as the relay apparatus 20 (management target device 14
of the printer type), through the relay apparatus 20. The QR
code for re-registration contains information indicating the
presence of re-registration, in addition to the relay apparatus
ID of the relay apparatus 20 and the URL of the relay
apparatus registration process. After the completion of the
print of the QR code for re-registration, the management
service 30 transmits an operation stop instruction to the relay
apparatus 20. The administrator connects the relay apparatus
20 to the local network 12 of the moving destination or the
reuse destination of the relay apparatus 20, and the regis-
tration processing procedure of FIGS. 3 and 4 is performed.
In step S3 of the processing procedure, the administrator
allows the mobile terminal 18 to read the print-out QR code
for re-registration. The mobile terminal 18 transmits the
information recognized from the QR code to the manage-
ment service 30 (step S5 in FIG. 3). At this time, information
indicating the presence of re-registration is also transmitted.
The management service 30 recognizes from the informa-
tion that an object of this access is re-registration of the relay
apparatus 20, and executes the re-registration process. A
registration request performed by reading the QR code
printed on the packing box after administrator registration is
rejected as duplicate registration as described above or
received as a re-registration request in the case of reading the
QR code for re-registration issued in response to the relo-
cation instruction as in this example. Then, the management
service 30 first clears the registration information in the
database 32 corresponding to the corresponding relay appa-
ratus 1D, in response to the re-registration request, executes
the process of step S6 and the subsequent processes, and
registers again the information acquired through this process
in the database 32 in association with the relay apparatus ID.

Modification 3

Further, a malicious person can access another local
network 12 by using the relay apparatus 20 and collect



US 9,465,566 B2

15

information regarding each device on the local network 12,
but the following countermeasure against such a situation is
considered.

In one method, when it is detected that the devices of the
number of a predetermined ratio or more are replaced,
among the group of devices connected to the local network
12, the relay apparatus 20 determines that there is a possi-
bility that a fraud of reconnecting the relay apparatus 20 to
another local network has been made. In this determination,
for example, the relay apparatus 20 periodically checks the
IP address of each device on the local network 12, and
compares a set of [P addresses of a group of devices that are
detected during the previous check with a set of IP addresses
of a group of devices that are detected during the present
check. Then, for example, a ratio of the number of IP
addresses that match with each other between both sets
relative to the total number of IP addresses of both sets is
calculated, and when the ratio is below the predetermined
threshold, it is determined that there is a possibility of fraud.

In another example, when the IDs of the devices of a
predetermined ratio or number or more are changed, among
the predetermined servers or devices which characterize the
network used by the relay apparatus 20, it is determined that
there is a possibility that a fraud has been made. Examples
of the servers or the devices which characterize the network
include a domain name system (DNS) server, a dynamic host
configuration protocol (DHCP) server, and a gateway. The
IDs may be IP addresses, MAC addresses, vendor-inherent
identification information, and the like. In this example, the
relay apparatus 20 periodically checks the IDs of the char-
acteristic servers and devices, and determines whether or not
the ratio or the number of the devices of which IDs have
been changed satisfies a determining condition for the
presence of the possibility of a fraud.

In either example, when it is determined that there is a
possibility of a fraud, the relay apparatus 20 performs a
handling process against the fraud. An example of the
handling processing is a process of notifying the manage-
ment service 30 that there is a possibility of unauthorized
access and stopping and disabling the relay apparatus 20.

Further, in the example illustrated in FIG. 3 and FIG. 4,
it is assumed that the relay apparatus ID that is sent by the
relay apparatus 20 to the management service 30 (step S1 in
FIG. 3) and the relay apparatus ID that is read by the mobile
terminal 18 from the QR code associated with the relay
apparatus 20 and is sent to the management service 30 are
the same value. However, it is not essential that both the
relay apparatus IDs have the same value. In principle, it is
sufficient for both the relay apparatus IDs to specify the
same relay apparatus 20, and the values may be different
from each other. For example, in step S1 of FIG. 3, the relay
apparatus 20 may transmit the combination of items suffi-
cient to specify a predetermined device among information
items stored in the MIB (for example, a value obtained by
arranging values such as a device name, a model name, a
vender name, and a serial number in a predetermined order)
to the management service 30, and the QR code associated
with the relay apparatus 20 may contain a hash value of the
value of the combination as information for specifying the
relay apparatus 20. In this example, a combination of items
that relay apparatus 20 sends in step S1 and the hash value
indicated by the QR code are different in values, but the
former hash value and the latter hash value are compared,
such that the relay apparatus 20 can determine whether or
not both indicate the same relay apparatus 20.

The relay apparatus 20 and the management service 30
which are exemplified above may be realized by causing a
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computer to execute a program representing the process of
each functional module of the device. The computer herein
has a circuit configuration, for example, as hardware, in
which a microprocessor such as a CPU, a memory (primary
storage) such as a random access memory (RAM) and a read
only memory (ROM), a secondary storage controller for
controlling the secondary storage such as a hard disk drive
(HDD), a solid state drive (SSD), a flash memory, various
input and output (I/O) interfaces, and a network interface for
performing control for the connection with the wireless or
wired network are connected through, for example, a bus.
Further, a disk drive for reading and/or writing to a portable
disc recording medium such as a CD, a DVD, a Blu-ray disc,
a memory writer for reading and/or writing to transportable
nonvolatile recording media of various standards such as a
flash memory, and the like may be connected to the bus
through, for example, the /O interface. A program having
the processing contents of each functional module illustrated
above described therein is saved in a secondary storage
device such as a flash memory, through a recording medium
such as a CD or DVD or communication means such as a
network, and is installed in the computer. The functional
modules exemplified above can be realized by the program
stored in the secondary storage device being loaded to the
RAM and executed by a microprocessor such as the CPU.

The foregoing description of the exemplary embodiments
of the present invention has been provided for the purposes
of illustration and description. It is not intended to be
exhaustive or to limit the invention to the precise forms
disclosed. Obviously, many modifications and variations
will be apparent to practitioners skilled in the art. The
embodiments were chosen and described in order to best
explain the principles of the invention and its practical
applications, thereby enabling others skilled in the art to
understand the invention for various embodiments and with
the various modifications as are suited to the particular use
contemplated. It is intended that the scope of the invention
be defined by the following claims and their equivalents.

What is claimed is:

1. A device management system comprising:

a management apparatus; and

a relay apparatus,

wherein the relay apparatus includes:

a first transmission unit configured to transmit first
information specifying the relay apparatus to the
management apparatus through a network in
response to the relay apparatus being connected to
the network;

a collection unit configured to collect management
information regarding a management target device,
from the management target device connected to the
network; and

a second transmission unit configured to transmit the
collected management information to the manage-
ment apparatus, and

wherein the management apparatus includes:

a first reception unit configured to receive the first
information from the relay apparatus;

a second reception unit configured to receive authen-
tication information regarding a user and second
information specifying the relay apparatus that the
user intends to register, from a terminal device that
is operated by the user, wherein the second informa-
tion is read from the relay apparatus or accessories of
the relay apparatus;

a memory configured to store the user as an adminis-
trator of the relay apparatus, when the user is authen-
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ticated as an authorized user based on the received
authentication information and the received first
information and the received second information
specify the same relay apparatus; and
a providing unit configured to provide information 5

including the management information received
from the relay apparatus, to the administrator corre-
sponding to the relay apparatus stored in the
memory.

The device management system according to claim 1, 10

wherein the collection unit is configured to not collect the

wherein the collection unit is configured to start to collect

management information from the management target
device until an activation instruction is received from
the management apparatus,

the management information from the management
target device only after the activation instruction is
received from the management apparatus, and

wherein the management apparatus further includes an

3.

instruction transmission unit configured to transmit the 20
activation instruction to the relay apparatus, when the
user is authenticated as an authorized user based on the
received authentication information and the received
first information and the received second information
specify the same relay apparatus.

The device management system according to claim 1,

25

wherein the management apparatus further includes a

scheduled administrator memory configured to store a
scheduled user as the administrator of the relay appa-

ratus, and 30

wherein the memory is configured to not store a user as

4

the administrator of the relay apparatus, when the user
corresponding to the received authentication informa-
tion is not stored in the scheduled administrator

memory. 35

. The device management system according to claim 1,

wherein the management apparatus further includes:

5.
wherein the relay apparatus is configured to perform

6.

an issuing unit configured to issue re-registration infor-
mation for enabling re-registration of the relay appa-
ratus, when an instruction of relocation of the relay
apparatus corresponding to the administrator is
received from the administrator; and

an re-registering unit configured to re-register the relay
apparatus in the memory unit, when the first recep-
tion unit receives the first information regarding the
relay apparatus that is already stored in the memory
and the re-registration information is received from
a user’s terminal device.

The device management system according to claim 1,

40

45

50
notification to the management apparatus and is con-
figured to stop collecting at least the management
information, when devices of a number or more satis-
fying a determination standard are changed, among a
set of other devices on a network connected to the relay
apparatus.

A management apparatus comprising:

55

a first reception unit configured to receive first informa-

tion from a relay apparatus, the first information speci-

fying the relay apparatus; 60

a second reception unit configured to receive authentica-

tion information regarding a user and second informa-
tion specifying the relay apparatus that the user intends
to register, from a terminal device that is operated by
the user, wherein the second information is read from
the relay apparatus or accessories of the relay appara-
tus;
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a memory configured to store the user as an administrator
of the relay apparatus, when the user is authenticated as
an authorized user based on the received authentication
information received and the received first information
and the received second information specify the same
relay apparatus; and

a providing unit configured to receive management infor-
mation of a management target device collected by the
relay apparatus through a network from the relay
apparatus, and configured to provide information
including the received management information to the
administrator corresponding to the relay apparatus
stored in the memory.

7. The management apparatus according to claim 6,

further comprising:

an instruction transmission unit configured to transmit an
activation instruction to the relay apparatus, when the
user is authenticated as the authorized user based on the
received authentication information, and the received
first information and the received second information
specify the same relay apparatus.

8. A management method comprising:

receiving first information from a relay apparatus, the first
information specifying the relay apparatus;

receiving authentication information regarding a user and
second information specifying the relay apparatus that
the user intends to register, from a terminal device that
is operated by the user, wherein the second information
is read from the relay apparatus or accessories of the
relay apparatus;

storing in a memory the user as an administrator of the
relay apparatus, when the user is authenticated as an
authorized user based on the received authentication
information received and the received first information
and the received second information specify the same
relay apparatus;

receiving management information of a management tar-
get device collected by the relay apparatus through a
network from the relay apparatus; and

providing information including the received manage-
ment information to the administrator corresponding to
the relay apparatus stored in the memory.

9. A non-transitory computer readable medium storing a
program causing a computer to execute a process for man-
agement, the process comprising:

receiving first information from a relay apparatus, the first
information specifying the relay apparatus;

receiving authentication information regarding a user and
second information specifying the relay apparatus that
the user intends to register, from a terminal device that
is operated by the user, wherein the second information
is read from the relay apparatus or accessories of the
relay apparatus;

storing in a memory the user as an administrator of the
relay apparatus, when the user is authenticated as an
authorized user based on the received authentication
information received and the received first information
and the received second information specify the same
relay apparatus;

receiving management information of a management tar-
get device collected by the relay apparatus through a
network from the relay apparatus; and

providing information including the received manage-
ment information to the administrator corresponding to
the relay apparatus stored in the memory.
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10. A relay apparatus comprising:

a first transmission unit configured to transmit first infor-
mation specifying the relay apparatus to a management
apparatus through a network, in response to the relay
apparatus being connected to the network;

a collection unit configured to collect management infor-
mation regarding a management target device, from the
management target device connected to the network,

wherein the collection unit is configured not collect the
management information from the management tar-
get device until an activation instruction is received
from the management apparatus, and

wherein the collection unit is configured to start to
collect the management information from the man-
agement target device only after the activation
instruction is received from the management appa-
ratus; and

a second transmission unit configured to transmit the
collected management information to the management
apparatus.

11. A relay method comprising:

transmitting first information specifying a relay apparatus
to a management apparatus through a network, in
response to the relay apparatus being connected to the
network;

collecting management information regarding a manage-

ment target device, from the management target device
connected to the network,

15

20

25

20

wherein the management information from the man-
agement target device is not collected until an acti-
vation instruction is received from the management
apparatus, and

wherein the collecting of the management information
from the management target device is started only
after the activation instruction is received from the
management apparatus; and

transmitting the collected management information to the

management apparatus.

12. A non-transitory computer readable medium storing a
program causing a computer to execute a process for relay,
the process comprising:

transmitting first information specifying a relay apparatus

to a management apparatus through a network, in
response to the relay apparatus being connected to the
network;

collecting management information regarding a manage-

ment target device, from the management target device

connected to the network,

wherein the management information from the man-
agement target device is not collected until an acti-
vation instruction is received from the management
apparatus, and

wherein the collecting of the management information
from the management target device is started only
after the activation instruction is received from the
management apparatus; and

transmitting the collected management information to the

management apparatus.
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